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DescriptionDescriptionDescriptionDescription CapacityCapacityCapacityCapacity

Engine oil (Fully Synthetic Motor Oil) 9 liters a a a a a a a a a a

Oil filter 1 piece a a a a a a a a a a

Engine air filter 1 piece a a a a a a a a a a

Pollen filter 1 piece a a a a a

Fuel filter 1 bottle a a a a a

Brake Fluid 0.473 L (WSS-M6C65-A2) 1 piece a a

Manual transmission fluid

Rear differential fluid 

Engine coolant

Miscellaneous Fee a a a a a a a a a a

8,6108,6108,6108,610                                18,27018,27018,27018,270                        10,14010,14010,14010,140                        19,62019,62019,62019,620                        10,14010,14010,14010,140                        18,27018,27018,27018,270                        10,14010,14010,14010,140                        19,62019,62019,62019,620                        10,14010,14010,14010,140                        18,27018,27018,27018,270                        

- With normal vehicle use*

- Model Year 2015-2017- Model Year 2015-2017- Model Year 2015-2017- Model Year 2015-2017

The rear differential fluid is replaced every 200,000 kms*

The Ford Everest uses Motorcraft Super Plus Orange Concentrated coolant which is replaced every 200,000 kms*

- Additional parts such as tires, batteries, brake pads, wiper blades and other parts necessary may be recommended by your Service Advisor. These parts have a separate cost and labor charge. For 
more details on other parts, please refer to Ford Owners Manual.
- Prices may change without prior notice

Total parts and labor inclusive of VAT (Php)Total parts and labor inclusive of VAT (Php)Total parts and labor inclusive of VAT (Php)Total parts and labor inclusive of VAT (Php)

Parts to be replacedParts to be replacedParts to be replacedParts to be replaced

FORD EVEREST 2.2L MT 4X2 Basic Periodic Maintenance Schedule

Kilometer

Months

The manual transmission fluid is replaced every 200,000 kms*


